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1.
IDENTIFICATION OF THE SUBSTANCE/PREPARATION/NAME OF COMPANY                                                  

1.1
Description of substance or preparation





Trade name:
SILICONE SEALANT HIGH TEMPERATURE 





Typ:
LOS 300


1.2
Identification of manufacturer



Tel-No. In case of emergencies:





EURO-LOCK




+49 (0) 2389/400400





Kamener Str. 33










D – 59368 Werne





Germany





Telefon:
+49 – (0) 2389 / 400400









Fax:
+49 – (0) 2389 / 400444

2. 

COMPOSITION / INFORMATION ON INGREDIENTS

2.1
chem. Name 

% Contents

Symbol
R-phrases
 CAS-No.






Ehtyltriacetoxysilan

1 - 5

C
34
17689-77-9





Methyltriacetoxysilan

1 - 5

C
34
4253-34-3

3. 

POSSIBLE HAZARDS

3.1
To human beings: 
see section 11 und 15






Preparation is dangerous according to Guideline 1999/45/EG and 67/548 EWG








There is possible:










Skin irritation










Irritation of eyes










Avoid inhaling of fumes


3.2
To the environment: 
see section 12 ; not applicable

4. 

FIRST AID MEASURES

4.1

After inhalation: 
Supply person with fresh air and consult a doctor in case of severe symptoms. 


4.2
After skin contact: 
Wash thoroughly with plenty of water. Remove soiled or soaked clothing;




                  
in case of skin irritation (reddening etc) consult a doctor immediately


4.3
After eye contact: 
Wash thoroughly for several minutes using plenty of water. Consult a doctor




                    
if necessary.


4.4
After ingestion: 
Consult a doctor immediately and pass data sheet to him.


4.5
Special first aid equipment:    not applicable

5. 

FIRE-FIGHTING MEASURES

5.1
Suitable extinguishing media: 
Water jet spray


5.2
Unsuitable extinguishing media: 
n.g.


5.3
Dangers resulting from burnt material or from fumes caused by fire:







In case of fire:







Inhalation of fumes should be avoided


5.4
Special protective equipment for fire fighting: 
Depending on size of fire:, 







protective respirator with independent air supply;







if necessary full protection
6.

MEASURES IN CASE OF ACCIDENTAL RELEASE



see section 8 and 13


6.1
Personal precautions:

Avoid contact with eyes and skin.


6.2
Environment measures:
If larger leakages occur, dam spillage up


6.3
Cleaning procedure:

Clean up with liquid binding agents or collect mechanically







and dispose of according to section 13

7. 

HANDLING AND STORAGE (See national Regulations section 15)

7.1
Handling:
Directions for safe handling:






Observe directions on label


7.2
Storage:
Requirements for storage rooms and containers:






Product to be stored must be in unopened and original packing





Special storage conditions:
see section 10





Protect material against moisture and store in closed containers

8. 

EXPOSURE LIMITS AND PERSONAL PROTECTIVE EQUIPMENT



see section 15 – MAK-value


8.1
Personal protective equipment





Respiratory protection:
normally not required





Hand protection:
protective gloves advisable





Eye protection:
tight fitting protective goggles with side protection





Body protection:
protective working clothes

9. 

PHYSICAL AND CHEMICAL PROTECTIVES

9.1
Appearance / Odour





Physical state: 
pasty






Colour: 

red






Odour: 

characteristic


9.2
Safety data





Boililng point / Range (°C):

n.a.





Melting point / Range (°C):

n.a.





Flash pont (°C):

n.a.





PH-value, undiluted:

n.a.





Explosion Hazard (Vol.%):

lowest:   n.a.
highest:   n.a.


9.3
Further details





Relative density (g/ml):

1,23 – 1,27





Solubility in water:

insoluble

10. 
STABILITY AND REACTIVITY

10.1
Conditions to be avoided: 

see section 7


10.2
Materials to be avoided:

see section 5


10.3
Additional information: 






Stabilisers necessary: 

n.a.





Stabilisers available:

n.a.





Change of physical state, consequence to safety:
n.a.

11. 
TOXICOLOGICAL INFORMATION

11.1
Acute toxicity:





Inhalation, LC 50 rat, inhal. (mg/l/4h): 
n.a.





Ingestion, LD 50 rat, oral (mg/kg): 

n.a.





Skin contact, LD 50 rat, dermal (mg/kg): 
n.a.





Eye contact, LD 50 rat, dermal (mg/kg): 
n.a.


11.2
Chronic toxicity:





Sensitization: 

n.a.  ²





Carcinogenicity: 

n.a.





Mutagenicity: 

n.a.





Reproductive toxicity: 

n.a.





Narcotic effects:

n.a.





²  No classification because of toxically examinations.
12. 
ECOLOGICAL INFORMATION

12.1
Water hazard class: 


1


12.2
Self classification acc. To VCI: 


yes (VwVwS)


12.3
Degradability: 


n.a.


12.4
Behaviour in sewage plants: 


n.a.


12.5
Aquatic toxicity: 


n.a.


12.6
Ecological toxicity: 


n.a.

13. 
RECOMMENDATIONS FOR DISPOSAL (see national regulations section 15)


13.1
For residual products:





Disposal – Code: EU  08 04 09





Health risks according to § 2 section 3 of the packing regulation:       no





Advice:  Consult local regulations, e.g. suitable combustion sites


13.2
For contaminated packing material:





Advice: 
Observe local regulations

14. 
TRANSPORT INFORMATION

14.1
General statement





UN-Number: 

n.a.

14.2
Road / Rail-transport





GGVS/ADR: 

n.a.





GGVE/RID: 

n.a.





Additional Information:






Minimum quantity regulations are not applicable






No dangerous material according to transport regulations 


14.3
Transport with sea-going vessels





GGVSee/IMDG-Code:
n.a.





EmS-No.:
n.a.





MFAG-No.:
n.a.





Marine-Pollutant:
n.a.


14.4
Transport with aeroplane





ICAO/IATA-DGR:
n.a.


14.5
Transport with canal boats





ADNR/GGVBinsch:
n.g.


14.6
Additional informations
No dangerous goods

15. 
RULES AND REGULATIONS

15.1
Classification according to Dangerous Products Regulations incl. EEC Guideline




(67/548/EWG as well as 88/379/EWG)





Symbols: 
---






Description of danger: 
---





R-phrases: 
34





S-phrases: 
---





Additions: 

n.a.





VbF: 

n.a.





Storage class acc. to VCI:    

10 - 13





MAK-value: 

n.a.





BAT-value:

n.a.

16. FURTHER INFORMATIONS



11

Highly inflammable



21

Harmful in contact with skin



36/38
Irritating to eyes and skin



40

Limited evidence of a carcinogenic effect



41

Risk of serious damage of eyes



43

May cause sensitisation by skin contact



These details refer to the product as it is delivered. These details describe the product with regard to the required



security measures. They are not meant to be declaration of product properties and are based on the present



state of knowledge. 
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